
h. 300 mm h. 800 mm
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solutions

.06 Grey .08 Anthracite

product finishes



IK05230V IP66

h.

424 cd/klm
@3000K

847 cd/klm
@3000K

Product with IP66 
protection rating

Product with IK05 
mechanical impact 
rating

Product available in 
two heights: 300 e 
800 mm

No visible screwsInstallation with 
specific flange or 
bolts

Product in 230V in 
class II

product plus

Extruded aluminium alloy body. Die-cast trim and base 
manufactured in aluminium alloy EN 44300 with very low 
copper content. No visible screws. Subjected to galvanic 
anodizing treatment divided into distinct phases: mechanical 
satin finishing, surface degreasing, anodic oxidation and final 
sealing. The product is painted following a continuous two 
step paint process (epoxy-based primer + polyester-based 
colour finish), which allows to generate a single thick protective 
coating which then generates aprotective barrier against 
atmospheric agents and UV rays. Before fixing the diffuser 
Pretreatment using an atmospheric pressure plasma process is 
carried out on the surface. The process activates the ionic load  
on the surface exactly where it is needed, thus promoting the  
best silicone grip possible and removing any residual release of 
agents for a longer lasting seal. The next steps are the coating    
of silicone and the assembly of the diffuser on the lighting fixture, 
with an automated process to guarantee the perfect sealing of the 
lamp.

optics and suggestions on 
applications

details

Single emission
Asymmetric

Double emission
Asymmetric

Product available
with single or
double emission

http://platek.eu/eterea


PLATEK 531

250
57

30
0

250
57

80
0

2

1

0

1

2

1 0 1

@3000K

H:0,3 m

1580 lux

1044 lux

681 lux

406 lux

5 lux
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@3000K

h:0,3 m

1354 lux

895 lux

584 lux

348 lux

5 lux

422 cd/klm
@3000K

319 cd/klm
@3000K
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h: 0,8 m

222 lux

147 lux

96 lux

57 lux

5 lux
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@3000K

h: 0,8 m

191 lux

126 lux

82 lux

49 lux

5 lux
319 cd/klm
@3000K

422 cd/klm
@3000K

300 mm

800 mm

300 mm

800 mm

MOON H. 300 / LED White

MOON H. 800 / LED White

220-240V 0/50/60Hz

IP66 protection rating
IK05 mechanical resistance

220-240V 0/50/60Hz

IP66 protection rating
IK05 mechanical resistance

MOON
Bollard

 light simulation

Interdistance of fixtures: 5 m

cable: 19 67 611

 light simulation

Interdistance of fixtures: 5 m

cable: 19 68 611

 light simulation

Interdistance of fixtures: 5 m

cable: 19 67 621

 light simulation

Interdistance of fixtures: 5 m

cable: 19 68 621

single

emission

single

emission

double

emission

double

emission
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